
materials aluminium
environment interiors
mounting location wall/ceiling
emission indirect light
weight 1,15 kg
voltage 230V
ballast integrated electronic dimmable
dimmer phase-cut
insulation class 1
IP classification IP20
certifications 

Acr2860167491841240434.pdf   1   23/11/23   10:54

design Luta Bettonica, 2015

luminaire

source LED
number of led 1
power 15W
luminous flux 1.700 lm
colour temperature 2.700K
CRI =90
energy label

light source

Incontro parete | soffitto

Questo disposi� vo è 
munito di lampade a 

LED integrate.

Le lampade di questo 
disposi� vo non sono 
sos� tuibili.
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Incontro ON/OFF
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materials aluminium
environment interiors
mounting location wall/ceiling
emission indirect light
weight 1,15 kg
voltage 100 - 230V
ballast integrated electronic
dimmer not dimmable
insulation class 1
IP classification IP20
certifications 
design Luta Bettonica, 2015

luminaire

source LED
number of led 1
power 13W
luminous flux 1.800 lm
colour temperature 2.700K
CRI	 ≥	80
energy label

light source

Incontro ON/OFF parete | soffitto

Questo disposi� vo è 
munito di lampade a 

LED integrate.

Le lampade di questo 
disposi� vo non sono 
sos� tuibili.
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white
cod 413

matt gold
cod 414

matt silver
cod 415

versions

Incontro ON/OFF
parete|soffitto

Incontro 
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