
materials	 aluminium, steel
environment interiors
mounting location	 ceiling
emission	 indirect and direct light
weight	 2,0 kg
voltage 230V
driver	 dimmable electronic integrated
dimming	 phase-cut / casambi integrated / sensor

insulation class	 1
IP classification	 IP20
certifications	

Acr286016749184457882.pdf   1   23/11/23   11:47

design	 Luta Bettonica, 2017

luminaire

source	 LED         LED

number of led	 1 2

power	 9W		  2x5W

luminous flux 1.000 lm	 2x600 lm

colour temperature	 2.700K 2.700K

CRI	 92		  90

emission   lower upper

versions

Passepartout 
parete

Passepartout 
terra

Passepartout55 
sopratavolo

Passepartout25 
sopratavolo

Passepartout25 sopratavolo 

Ø 25 cm
Ø 9 7/8’’’
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Ø 15,7 cm
Ø 6 1/8’’’

finish / code

matt white
cod 1124
cod C1124
cod S1124

matt black
cod 1125
cod C1125
cod S1125

polished chrome
cod 1120
cod C1120
cod S1120

polished gold
cod 1123
cod C1123
cod S1123

accessories

Passepartout25 
rosone 90
matt silver
cod 1130

Passepartout25 
rosone 90
matt gold
cod 1131

phase-cut dimmable
casambi integrated
sensor

phase-cut dimmable
casambi integrated
sensor


